Technical Sheet m

RSN21A4 o _ StrongTie
Framing Nail 21° Plastic strip - Round head, Ring shank - .
Stainless A4
The framing nail is used for wood to wood C E
constructions. The round head gives a good -
visual end result and the plastic coliation is not e
sensitive for wetness. The stainkess version can
be used in severe environments. EP
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* Renkaan varsi lisda vetolujuutta
e Muovinauha 21°
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Technical Sheet

RSN21A4 StrongTie
Framing Nail 21° Plastic strip - Round head, Ring shank - .
Stainless A4

Technical Data

Mitat

Viite Muu Mitat ja ominaisarvot[mm]
Tuote

m] | Ip[mm)] | tfix[mm] E
RSN21A42.8X65 7

Mitat I | 25 | 426
ita ‘
RSN21A42.8X75 7 See full table online £ i 2.5 52.6
RSN21A43.1X90 7 43 65.2
Tuotteen ominaisuudst
Nail characteristic parameters
Tyypillinen véantdlujuus - feor,x [Nm]
Viite o o
Taivutuslujuus - | Tyypillinen vetoparametri - | Tyypillinen lapivetoparametri - Ty,yp'"'"?" vé.l%yt‘ijilllll:%?j:- Viantbsuhde
Myac NTIN] | forso® MMV | oot NN | YOI ersi - AR .
or,
RSN21A42.8X65 3.2 8.9 294 3.4 - -
RSN21A42.8X75 3.2 8.9 29.4 34 - -
RSN21A43.1X90 4.6 8.3 18.1 3.8 - =
Simpson Strong-Tie / Gbo RSN21A4
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tel: 0490-300 00 Ring shank - Stainless A4

fax : 0490-233 00

Copyright by Simpson Strong-Tie®

Téaméan materiaalin tiedot ovat yksinomaan Simpson Strong-Tie:n © omaisuutta

Tiedot ovat voimassa ja kéytettévissa ainoastaan Simpson —Strong-Tie:n © tuotteita kaytettdessa. 2026-10-23

www.strongtie.fi


https://www.strongtie.fi/fi-FI/tuotteet/framing-nail-21deg-plastic-strip-round-head-ring-shank-stainless-a4-rsn21a4/pdf-sheet/sheet
https://www.strongtie.fi/fi-FI/tuotteet/framing-nail-21deg-plastic-strip-round-head-ring-shank-stainless-a4-rsn21a4/pdf-sheet/sheet

