
Roofing nail, twisted shank and bell head, which
can withstand rain. Has a number of uses,
including the installation of constructional and
roofing sheeting to a wood base.

Features

Ominaisuudet:

Kierretty varsi
Kellopää
Kuumasinkitty

Applications

Application:

Teräs puuhun
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Technical Data

Product characteristic properties

Viite

Nail characteristic parameters

Tyypillinen vääntölujuus - fₜₒᵣ,ₖ [Nm]

Taivutuslujuus
- My,ₖ[Nm]

Tyypillinen vetoparametri
- fₐₓ,ₖ,₉₀°[N/mm²]

Characteristic Head Pull-Through
Parameter fhead,k[N/mm²]

Characteristic Tensile
Capacity ftens,k[kN]

Tyypillinen
vääntölujuus -

fₜₒᵣ,ₖ[Nm]
Vääntösuhde

RNTG3.4x75 6.1 6.6 12.6 4.6 - -

RNTG3.4x90 6.1 6.6 12.6 4.6 - -
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Product dimensions

Viite

Mitat

Tuotenumero
Muu Mitat ja ominaisarvot[mm]

DB nr. NOBB nr. Laatikkomäärä Paino[kg] D[mm] L[mm] dh[mm] d1[mm] Aₕ[mm] ht[mm] lg[mm] lₚ[mm] tfix[mm]

RNTG3.4x75 75671 2056024 55842004 75.0 0.011 3.4 75 18 - 254.5 4 - 5.1 -

RNTG3.4x90 75670 2056023 55837392 75.0 0.012 3.4 90 18 - 254.5 4 - 5.1 -Product dimensions
See full table online ➡️
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