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CSA-ruuvit on kehitetty erityisesti teraksisten c €
Kinnikkeicen Kinnittémiseksi puuhun. Ruuvin

kannan juuri on muotolltu nin, etta se sopii -
Kinnikikeen reikdéan téyaelisesti,. Siks! litoksesta

lulee j8ykempi ja kestavyydelizan parempi kuin
muila ruuveila.
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Materiaali EN 15804

Features

o Teré&slaatu: Fagrs
Hilliterés PN

» Korroosiosuoja: L
N. 12 um sinkkikerros

Hyddyt —[ﬂ-

 FErikoiskierre puuhun kiinnittdmiseksi, porakarki
nopeaan ruuvautumiseen
» Ei puun halkeilua

Applications
Liitos

o Prim&éripalkki / sekund&aripalkki: massiivipuu,
komposiitti, limapuu

Quik Drive *
Kayttotarkoitus E’j J

o Kulmalevyt
o Palkkikenka
o Sidevanne

Connect timber battens.
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Technical Data

Product Dimensions

Mitat
Viite Muu Mitat ja ominaisarvot[mm]
Maéré per ulkolaatikko Paino[kg] L[mm] Ig[mm] d[mm] dn[mm]
CSA4.0X30 - 0.003 30 24 3.95 7.3
CSA5.0X25 2000.0 0.002 25 19 4.85 8.3
CSA5.0X35 2000.0 0.004 35 29 4.85 8.3
CSA5.0X40 2000.0 0.004 40 34 4.85 8.3
CSA5.0X50 2000.0 0.005 50 44 4.85 8.3
CSA5.0X80 2000.0 0.008 80 74 4.85 8.3

Capacities are given for 2 mm steel plate thickness and C24 timber. To determine the capacities for other
steel thickness and / or timber grades, please refer to ETA-04/0013.

Performance values based upon timber density of 350 kg/m?3

Kestawyden ominaisanvot

Screw Loads
Viite Tuotteen ominaisuudet[kN]

Rax.k[kN] Riat,k
CSA4.0X30 1.28 1.36
CSA5.0X25 1.38 1.49
CSA5.0X35 2.11 1.99
CSA5.0X40 2.47 2.25
CSA5.0X50 3.2 2.63
CSA5.0X80 5.38 35

Characteristic Capacities - used in Timber C24, for other material please refer to ETA-04/0013
Rax = axial withdrawal capacity

Riat = lateral capacity
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