Technical Sheet m

RSN21Z
Ring Shank Nail 21° Plastic strip - Round head

The framing nall is used for wood to wood
constructions. The round head gives a good
visual end result and the plastic collation is not
sengitive for wetness.

Features
Hyddyt

o PyoOred paa

* Renkaan varsi lisda vetolujuutta
e Muovinauha 21°

Applications
Liitos
o Puiden kehystys
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Technical Sheet

RSN21Z

StrongTie
Ring Shank Nail 21° Plastic strip - Round head =

Technical Data

Mitat

Viite Muu
Tuoter

RSN21Z3.1X65 75

Tuotteen ominaisuudet

Mitat ja ominaisarvot[mm]
1] | Ip[mm)] | tfiximm]  Bi

4.3 40.2
Mitat

See full table online £

Nail characteristic parameters
Tyypillinen vaéntdlujuus - fror,x [Nm]

Viite i
Taivutuslujuus - | Tyypillinen vetoparametri - | Tyypillinen I&pivetoparametri - | Tyypillinen vetolujuus va;!:lytgllllljulﬁg - | Vaiintésuhde
My,« [Nm][Nm] | fax,k,90° [N/mm2][N/mm?] fhead,k [N\/mm?][N/mm?] - ftens,k [KN][KN] " k[l:l m] u
or,
RSN21Z3.1X65 4.6 8.3 18.1 3.8 = =
Simpson Strong-Tie / Gbo Fastening RSN21Z
Systems AB Ring Shank Nail 21° Plastic strip -
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